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r P hoto cells for Class I, Div. 2 only, or C1Z2 nR            , 
not Class II.

s Field connection to proper tap in case of Multitap    
Ballasts.
	Not for use with wall or straight (90°) Stanchion. 

	QD = Quick Disconnect. Allows easy tank removal 
for maintenance. Electrician simply unplugs de-
energized ballast from supply circuit.

 400W M59 fixtures and EXPORT ONLY (EISA LAW).

VM5 CATALOG ORDERING LOGIC

CERTILITE®V SERIES

Series Constant

Optic Thread Size
5—7 3/4”

Lamp Type
S—HPS (200, 250, 400, 600)
H—MH (250, 400) - export only
P— MHP (Pulse Start 250, 320, 350, 400)

Voltage @ 60 Hertz
0— Quadri-Volt (120, 208, 240, 277)
5—480V
6—Tri - 120, 277, 347 (Canada)
7—220V
8—220/240V 50 Hz
35—230V (HPS 250W)
36—230/400/480V (HPS 400W Only)

Mounting Type
A—Pendant
X—Ceiling
B—Wall Bracket
C—Cone Top
D—Stanchion 25°
S—Stanchion Straight 90°
E—EZ Mount Adapterj
N— None (mount ordered 

separately)k

Lamp Wattage
20—200 (HPS)
25—250 (HPS, MHP)
32—320 (MHP)
35—350 (MHP)
40—400 (HPS, MH , MHP)

Guard
G— Globe Guard
N— No Guardo

Options
QA—Quartz Auxiliaryp
BP— Ballast Protector 250-400W HPS 

only
F1—Fusing 120Vq
F2—Fusing 208Vq
F3—Fusing 240Vq
F4—Fusing 277Vq
F5—Fusing 480Vq
F6—Fusing 347Vq
F7—Fusing 220Vq
F8—Fusing 240V 50 Hzq
P1—Photocell 120Vrs
P2—Photocell 208-277Vrs
P3—Photocell 347Vr
Q1— QD Wired to 120V
Q2— QD Wired to 208V
Q3— QD Wired to 240V
Q4— QD Wired to 277V
Q5— QD Wired to 480V
Q6— QD Wired to 347V
Q7— QD 220V
Q8— QD 240V (50Hz)
TB x—Terminal Blocks
    x= Voltage Code 
AS— Assembled Fixture with Standard 

Lamp
AD— Assembled Fixture with Dual-Arc-

Tube Lamp 250, 400 HPS only
LS— Standard lamp supplied
LD— Dual-Arc-Tube Lamp supplied - 

250, 400 HPS only
AN— Assembled, no lamp
CS— Component Pack with Standard 

Lamp
CP— Component Pack-No Lamp

Optic
GL— Globe
ER— Enclosed Reflector
EP— Poylcarbonate Shielded 

Enclosed Reflector 
S2— Type II Spin-Top Refractor 
S5— Type V Spin-Top Refractor
FG— SiliconelCoated Globe
TG— Teflon®m Coated Globe
T2— Teflon®m Coated Type II 

12” Spin-Top Refractor
TV— Teflon®m Coated Type V  

12” Spin-Top Refractor

Entry (Mounts available)
2—3/4” NPT (A,B,C,X)
3—1” NPT (A,B,C,X)
4—1 1/4” NPT (D,S)
5—1 1/2” NPT (D,S)
6—3/4” NPT 5-Hub (X)
7—1” NPT 5-Hub (X)
8—M20 4-Hub (X)
9—M20 5-Hub (X)
Z—EZ Mount Adapterj
N— None (mount ordered separately)k

               VM       0    0    00    0    0    0    00                      0        (NRn)   00 

®

V

j Completes as “EZ”, conduit mounting boxes ordered 
separately.

k   NN mount ordered separately.
l Silicone coated globe for additional impact protection.
m Teflon® is a registered trademark of DuPont, Inc.
n Restricted Breathing - See L84 for more information.
o Order Guards for Spin-Tops & VMER40 separately. 

Consult factory for available lamp and voltage 
combinations

p QA not suitable for Class I, Div. 2/Zone 2 applications; 
consult factory for other hazardous applications. 

q Fusing not for Marine or Canadian installations.

CertiLite® Catalog Number Logic; 200-400 High Wattage (Mogul Base) HID Fixtures
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HIGH PRESSURE SODIUM, 200-600W MOGUL BASE HID

CERTILITE®V SERIES

Pendant 
w/ Globe  & Guard

Pendant 
w/ Spin-Top 

Refractor

Ceiling 
w/ Enclosed 

Reflector

j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5S200A2GLN. Order spin top and enclosed reflector guards separately.
l Catalog numbers shown are with 3/4” conduit openings, change 2 to 3 for 1”; e.g. VM5S200A3GLG.
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.

VM 200 - 600 WATT HIGH PRESSURE SODIUM PENDANT
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

200 S66 3/4”
Quad 

Tri 
480

VM5S200A2GLG VM5S200A2S5N VM5S200A2ERN VM5S200A2EPN
VM5S206A2GLG VM5S206A2S5N VM5S206A2ERN VM5S206A2EPN
VM5S205A2GLG VM5S205A2S5N VM5S205A2ERN VM5S205A2EPN

250 S50 3/4”
Quad 

Tri 
480

VM5S250A2GLG VM5S250A2S5N VM5S250A2ERN VM5S250A2EPN
VM5S256A2GLG VM5S256A2S5N VM5S256A2ERN VM5S256A2EPN
VM5S255A2GLG VM5S255A2S5N VM5S255A2ERN VM5S255A2EPN

400   S51 3/4”
Quad 

Tri 
480

VM5S400A2GLG VM5S400A2S5N VM5S400A2ERN VM5S400A2EPN
VM5S406A2GLG VM5S406A2S5N VM5S406A2ERN VM5S406A2EPN
VM5S405A2GLG VM5S405A2S5N VM5S405A2ERN VM5S405A2EPN

600 S106 3/4”
Quad 

Tri 
480

— — VM5S600A2ERN —
— — VM5S606A2ERN —
— — VM5S605A2ERN —

VM 200 - 600 WATT HIGH PRESSURE SODIUM CEILING
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

200 S66 3/4”
Quad 

Tri 
480

VM5S200X2GLG VM5S200X2S5N VM5S200X2ERN VM5S200X2EPN
VM5S206X2GLG VM5S206X2S5N VM5S206X2ERN VM5S206X2EPN
VM5S205X2GLG VM5S205X2S5N VM5S205X2ERN VM5S205X2EPN

250 S50 3/4”
Quad 

Tri 
480

VM5S250X2GLG VM5S250X2S5N VM5S250X2ERN VM5S250X2EPN
VM5S256X2GLG VM5S256X2S5N VM5S256X2ERN VM5S256X2EPN
VM5S255X2GLG VM5S255X2S5N VM5S255X2ERN VM5S255X2EPN

400   S51 3/4”
Quad 

Tri 
480

VM5S400X2GLG VM5S400X2S5N VM5S400X2ERN VM5S400X2EPN
VM5S406X2GLG VM5S406X2S5N VM5S406X2ERN VM5S406X2EPN
VM5S405X2GLG VM5S405X2S5N VM5S405X2ERN VM5S405X2EPN

600 S106 3/4”
Quad 

Tri 
480

— — VM5S600X2ERN —
— — VM5S606X2ERN —
— — VM5S605X2ERN —

Class I, Div. 2, Groups A,B,C,Dj
Class l, Zone 2, Groups IIC, llB, llA
Class II, Div. 1 & 2, Groups E,F,G
Class III
Suitable for wet locations
NEMA 3, 4, 4X
IP66

NR Restricted Breathing Optionn
Class I, Zone 2 AEx nAnR
Class I, Zone 2 Ex nR

-  F i l e  E10 514  ( H a z a r d o u s  & M a r i n e)

C e r t i f i e d  -  F i l e  L R 117 13
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HIGH PRESSURE SODIUM, 200-600W MOGUL BASE HID

CERTILITE®V SERIES

Wall 
w/ Globe  & 

Guard

Wall 
w/ Spin-Top 

Refractor

Cone 
w/ Enclosed 

Reflector

j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5S200B2GLN. Order spin top and enclosed reflector guards separately.
l Catalog numbers shown are with 3/4” conduit openings, change 2 to 3 for 1”; e.g. VM5S200B3GLG.
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.

VM 200 - 600 WATT HIGH PRESSURE SODIUM WALL
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

200 S66 3/4”
Quad 

Tri 
480

VM5S200B2GLG VM5S200B2S5N VM5S200B2ERN —
VM5S206B2GLG VM5S206B2S5N VM5S206B2ERN —
VM5S205B2GLG VM5S205B2S5N VM5S205B2ERN —

250 S50 3/4”
Quad 

Tri 
480

VM5S250B2GLG VM5S250B2S5N VM5S250B2ERN —
VM5S256B2GLG VM5S256B2S5N VM5S256B2ERN —
VM5S255B2GLG VM5S255B2S5N VM5S255B2ERN —

400   S51 3/4”
Quad 

Tri 
480

VM5S400B2GLG VM5S400B2S5N VM5S400B2ERN —
VM5S406B2GLG VM5S406B2S5N VM5S406B2ERN —
VM5S405B2GLG VM5S405B2S5N VM5S405B2ERN —

600 S106 3/4”
Quad 

Tri 
480

— — VM5S600B2ERN —
— — VM5S606B2ERN —
— — VM5S605B2ERN —

VM 200 - 600 WATT HIGH PRESSURE SODIUM CONE
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 
ENCLOSED 

REFLECTOR

200 S66 3/4”
Quad 

Tri 
480

VM5S200C2GLG VM5S200C2S5N VM5S200C2ERN VM5S200C2EPN
VM5S206C2GLG VM5S206C2S5N VM5S206C2ERN VM5S206C2EPN
VM5S205C2GLG VM5S205C2S5N VM5S205C2ERN VM5S205C2EPN

250 S50 3/4”
Quad 

Tri 
480

VM5S250C2GLG VM5S250C2S5N VM5S250C2ERN VM5S250C2EPN
VM5S256C2GLG VM5S256C2S5N VM5S256C2ERN VM5S256C2EPN
VM5S255C2GLG VM5S255C2S5N VM5S255C2ERN VM5S255C2EPN

400   S51 3/4”
Quad 

Tri 
480

VM5S400C2GLG VM5S400C2S5N VM5S400C2ERN VM5S400C2EPN
VM5S406C2GLG VM5S406C2S5N VM5S406C2ERN VM5S406C2EPN
VM5S405C2GLG VM5S405C2S5N VM5S405C2ERN VM5S405C2EPN

600 S106 3/4”
Quad 

Tri 
480

— — VM5S600C2ERN —
— — VM5S606C2ERN —
— — VM5S605C2ERN —
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HIGH PRESSURE SODIUM, 200-600W MOGUL BASE HID

CERTILITE®V SERIES

Stanchion 25° 
w/ Globe & Guard

Stanchion 25° 
w/ Spin-Top 

Refractor

Stanchion Straight 
w/ Enclosed Reflector

j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5S200D5GLN. Order spin top and enclosed reflector guards separately.
l Catalog numbers shown are with 1-1/2” conduit openings, change 5 to 4 for 1-1/4”; e.g. VM5S200D4GLG.
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.

VM 200 - 600 WATT HIGH PRESSURE SODIUM STANCHION 25° ANGLE
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

200 S66 1-1/2”
Quad 

Tri 
480

VM5S200D5GLG VM5S200D5S5N VM5S200D5ERN
VM5S206D5GLG VM5S206D5S5N VM5S206D5ERN
VM5S205D5GLG VM5S205D5S5N VM5S205D5ERN

250 S50 1-1/2”
Quad 

Tri 
480

VM5S250D5GLG VM5S250D5S5N VM5S250D5ERN
VM5S256D5GLG VM5S256D5S5N VM5S256D5ERN
VM5S255D5GLG VM5S255D5S5N VM5S255D5ERN

400   S51 1-1/2”
Quad 

Tri 
480

VM5S400D5GLG VM5S400D5S5N VM5S400D5ERN
VM5S406D5GLG VM5S406D5S5N VM5S406D5ERN
VM5S405D5GLG VM5S405D5S5N VM5S405D5ERN

600 S106 1-1/2”
Quad 

Tri 
480

— — VM5S600D5ERN
— — VM5S606D5ERN
— — VM5S605D5ERN

VM 200 - 600 WATT HIGH PRESSURE SODIUM STANCHION 25° ANGLE
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

200 S66 1-1/2”
Quad 

Tri 
480

VM5S200S5GLG VM5S200S5S5N VM5S200S5ERN
VM5S206S5GLG VM5S206S5S5N VM5S206S5ERN
VM5S205S5GLG VM5S205S5S5N VM5S205S5ERN

250 S50 1-1/2”
Quad 

Tri 
480

VM5S250S5GLG VM5S250S5S5N VM5S250S5ERN
VM5S256S5GLG VM5S256S5S5N VM5S256S5ERN
VM5S255S5GLG VM5S255S5S5N VM5S255S5ERN

400   S51 1-1/2”
Quad 

Tri 
480

VM5S400S5GLG VM5S400S5S5N VM5S400S5ERN
VM5S406S5GLG VM5S406S5S5N VM5S406S5ERN
VM5S405S5GLG VM5S405S5S5N VM5S405S5ERN

600 S106 1-1/2”
Quad 

Tri 
480

— — VM5S600S5ERN
— — VM5S606S5ERN
— — VM5S605S5ERN
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HIGH PRESSURE SODIUM, 200-600W MOGUL BASE HID

CERTILITE®V SERIES

EZ Adapter 
w/ Globe  & Guard

EZ Adapter 
w/ Spin-Top 

Refractor

EZ Adapter 
w/ Enclosed 

Reflector

* 1-1/2” furnished with 1-1/2”-1-1/4” reducer and extension. Extension only part number EZDVMA.
j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5S200EZGLN. Order spin top and enclosed reflector guards separately.
l  VMEZA tank adapters UL “classified” as an assembly for use between VM tanks and EZ mounts. See above for separate ordering information
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.
o  VMEP40 not for use with EZ wall bracket.

Wall Bracket 25° StanchionPendant Ceiling

VM 200 - 600 WATT HIGH PRESSURE SODIUM EZ ADAPTER
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

200 S66 l
Quad 

Tri 
480

VM5S200EZGLG VM5S200EZS5N VM5S200EZERN VM5S200EZEPN
VM5S206EZGLG VM5S206EZS5N VM5S206EZERN VM5S206EZEPN
VM5S205EZGLG VM5S205EZS5N VM5S205EZERN VM5S205EZEPN

250 S50 l
Quad 

Tri 
480

VM5S250EZGLG VM5S250EZS5N VM5S250EZERN VM5S250EZEPN
VM5S256EZGLG VM5S256EZS5N VM5S256EZERN VM5S256EZEPN
VM5S255EZGLG VM5S255EZS5N VM5S255EZERN VM5S255EZEPN

400   S51 l
Quad 

Tri 
480

VM5S400EZGLG VM5S400EZS5N VM5S400EZERN VM5S400EZEPN
VM5S406EZGLG VM5S406EZS5N VM5S406EZERN VM5S406EZEPN
VM5S405EZGLG VM5S405EZS5N VM5S405EZERN VM5S405EZEPN

600 S106 l
Quad 

Tri 
480

— — VM5S600EZERN —
— — VM5S606EZERN —
— — VM5S605EZERN —

MOUNTING BOXES
CATALOG NUMBER

HUB SIZE
PENDANT CEILING BRACKET STANCHION

EZA2 EZX2 EZB2 — 3/4”
EZA3 EZX3 EZB3 — 1”

— — — EZD4A* 1-1/4”/1-1/2”*
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CERTILITE®V SERIES

Pendant 
w/ Globe & Guard

Ceiling 
w/ Globe & Guard

Wall 
w/ Spin-Top 

Refractor

j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5H400A2GLN. Order spin top and enclosed reflector guards separately.
l Catalog numbers shown are with 3/4” conduit openings, change 2 to 3 for 1”; e.g. VM5H400A3GLG.
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.
o  400W M59 Fixtures are EXPORT ONLY (EISA LAW).

Cone 
w/ Enclosed 

Reflector

METAL HALIDE, 400W MOGUL BASE HID 

VM 400 WATT METAL HALIDE PENDANT
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

400 o M59 3/4”
Quad 

Tri 
480

VM5H400A2GLG VM5H400A2S5N VM5H400A2ERN VM5H400A2EPN
VM5H406A2GLG VM5H406A2S5N VM5H406A2ERN VM5H406A2EPN
VM5H405A2GLG VM5H405A2S5N VM5H405A2ERN VM5H405A2EPN

VM 400 WATT METAL HALIDE CEILING
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

400 o M59 3/4”
Quad 

Tri 
480

VM5H400X2GLG VM5H400X2S5N VM5H400X2ERN VM5H400X2EPN
VM5H406X2GLG VM5H406X2S5N VM5H406X2ERN VM5H406X2EPN
VM5H405X2GLG VM5H405X2S5N VM5H405X2ERN VM5H405X2EPN

VM 400 WATT METAL HALIDE WALL
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

400 o M59 3/4”
Quad 

Tri 
480

VM5H400B2GLG VM5H400B2S5N VM5H400B2ERN —
VM5H406B2GLG VM5H406B2S5N VM5H406B2ERN —
VM5H405B2GLG VM5H405B2S5N VM5H405B2ERN —

VM 400 WATT METAL HALIDE CONE
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

400 o M59 3/4”
Quad 

Tri 
480

VM5H400C2GLG VM5H400C2S5N VM5H400C2ERN VM5H400C2EPN
VM5H406C2GLG VM5H406C2S5N VM5H406C2ERN VM5H406C2EPN
VM5H405C2GLG VM5H405C2S5N VM5H405C2ERN VM5H405C2EPN

Class I, Div. 2, Groups A,B,C,Dj
Class l, Zone 2, Groups IIC, llB, llA
Class II, Div. 1 & 2, Groups E,F,G
Class III
Suitable for wet locations
NEMA 3, 4, 4X
IP66

NR Restricted Breathing Optionn
Class I, Zone 2 AEx nAnR
Class I, Zone 2 Ex nR

-  F i l e  E10 514  ( H a z a r d o u s  & M a r i n e)

C e r t i f i e d  -  F i l e  L R 117 13



KILLARK LIGHTING

     H A Z  LO C

     H A Z  LO C

   
   

LIGHTING

   
   

LIGHTING

WWW.HUBBELL-KILLARK.COML130

METAL HALIDE, 400W MOGUL BASE HID

CERTILITE®V SERIES

j See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5H400D5GLN. Order spin top and enclosed reflector guards separately.
l Catalog numbers shown with 1-1/2” conduit openings; change 5 to 4 for 1-1/4”; e.g. VM5H400D4GLG.
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.
o  400W M59 Fixtures are EXPORT ONLY (EISA LAW).
p  VMEZA tank adapters UL “classified” as an assembly for use between VM tanks and EZ mounts. Order EZ mounts separately.
q  VMEP40 not for use with EZ wall bracket.

Stanchion 25° 
w/ Globe & Guard

Stanchion 90° 
w/ Spin-Top 

Refractor

EZ Adapter 
w/ Enclosed 

Reflector

VM 400 WATT METAL HALIDE STANCHION 25° ANGLE
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

400 o M59 1-1/2”
Quad 

Tri 
480

VM5H400D5GLG VM5H400D5S5N VM5H400D5ERN —
VM5H406D5GLG VM5H406D5S5N VM5H406D5ERN —
VM5H405D5GLG VM5H405D5S5N VM5H405D5ERN —

VM 400 WATT METAL HALIDE STANCHION STRAIGHT
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

400 o M59 1-1/2”
Quad 

Tri 
480

VM5H400S5GLG VM5H400S5S5N VM5H400S5ERN —
VM5H406S5GLG VM5H406S5S5N VM5H406S5ERN —
VM5H405S5GLG VM5H405S5S5N VM5H405S5ERN —

VM 400 WATT METAL HALIDE EZ ADAPTER
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEp VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

400 o M59 p
Quad 

Tri 
480

VM5H400EZGLG VM5H400EZS5N VM5H400EZERN VM5H400EZEPN
VM5H406EZGLG VM5H406EZS5N VM5H406EZERN VM5H406EZEPN
VM5H405EZGLG VM5H405EZS5N VM5H405EZERN VM5H405EZEPN



KILLARK LIGHTING
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     H A Z  LO C

   
   

LIGHTING

   
   

LIGHTING

SEE WWW.HUBBELL-KILLARK.COM LIGHTING SOFTWARE FOR LATEST LED PHOTOMETRY L131

METAL HALIDE PULSE, 400W MOGUL BASE HID 

CERTILITE®V SERIES

j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5P250A2GLN. Order spin top and enclosed reflector guards separately.
l Catalog numbers shown are with 3/4” conduit openings, change 2 to 3 for 1”; e.g. VM5P250A3GLG.
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.

Pendant 
w/ Globe & Guard

Pendant 
w/ Spin-Top 

Refractor

Ceiling 
w/ Enclosed Reflector

VM 250 - 400 WATT METAL HALIDE PULSE PENDANT
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

250
M138 

 
M153

3/4” Quad 
Tri 

480

VM5P250A2GLG VM5P250A2S5N VM5P250A2ERN VM5P250A2EPN
VM5P256A2GLG VM5P256A2S5N VM5P256A2ERN VM5P256A2EPN
VM5P255A2GLG VM5P255A2S5N VM5P255A2ERN VM5P255A2EPN

320
M132 

 
M154

3/4”
Quad 

Tri 
480

VM5P320A2GLG VM5P320A2S5N VM5P320A2ERN VM5P320A2EPN
VM5P326A2GLG VM5P326A2S5N VM5P326A2ERN VM5P326A2EPN
VM5P325A2GLG VM5P325A2S5N VM5P325A2ERN VM5P325A2EPN

350 M131 3/4”
Quad 

Tri 
480

VM5P350A2GLG VM5P350A2S5N VM5P350A2ERN VM5P350A2EPN
VM5P356A2GLG VM5P356A2S5N VM5P356A2ERN VM5P356A2EPN
VM5P355A2GLG VM5P355A2S5N VM5P355A2ERN VM5P355A2EPN

400
M135 

 
M155

3/4” Quad 
Tri 

480

VM5P400A2GLG VM5P400A2S5N VM5P400A2ERN VM5P400A2EPN
VM5P406A2GLG VM5P406A2S5N VM5P406A2ERN VM5P406A2EPN
VM5P405A2GLG VM5P405A2S5N VM5P405A2ERN VM5P405A2EPN

VM 250 - 400 WATT METAL HALIDE PULSE CEILING
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

250
M138 

 
M153

3/4”
Quad 

Tri 
480

VM5P250X2GLG VM5P250X2S5N VM5P250X2ERN VM5P250X2EPN
VM5P256X2GLG VM5P256X2S5N VM5P256X2ERN VM5P256X2EPN
VM5P255X2GLG VM5P255X2S5N VM5P255X2ERN VM5P255X2EPN

320
M132 

 
M154

3/4”
Quad 

Tri 
480

VM5P320X2GLG VM5P320X2S5N VM5P320X2ERN VM5P320X2EPN
VM5P326X2GLG VM5P326X2S5N VM5P326X2ERN VM5P326X2EPN
VM5P325X2GLG VM5P325X2S5N VM5P325X2ERN VM5P325X2EPN

350 M131 3/4”
Quad 

Tri 
480

VM5P350X2GLG VM5P350X2S5N VM5P350X2ERN VM5P350X2EPN
VM5P356X2GLG VM5P356X2S5N VM5P356X2ERN VM5P356X2EPN
VM5P355X2GLG VM5P355X2S5N VM5P355X2ERN VM5P355X2EPN

400
M135 

 
M155

3/4” Quad 
Tri 

480

VM5P400X2GLG VM5P400X2S5N VM5P400X2ERN VM5P400X2EPN
VM5P406X2GLG VM5P406X2S5N VM5P406X2ERN VM5P406X2EPN
VM5P405X2GLG VM5P405X2S5N VM5P405X2ERN VM5P405X2EPN
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WWW.HUBBELL-KILLARK.COML132

METAL HALIDE PULSE, 400W MOGUL BASE HID

CERTILITE®V SERIES

j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5P250B2GLN. Order spin top and enclosed reflector guards separately.
l Catalog numbers shown are with 3/4” conduit openings, change 2 to 3 for 1”; e.g. VM5P250B3GLG.
m Consult catalog logic for other available voltages.
m  Add suffix NR for restricted breathing; see page L84 for more information.

Wall 
w/ Globe & Guard

Wall 
w/ Spin-Top 

Refractor

Cone 
w/ Enclosed Reflector

VM 250 - 400 WATT METAL HALIDE PULSE WALL
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

250
M138 

 
M153

3/4”
Quad 

Tri 
480

VM5P250B2GLG VM5P250B2S5N VM5P250B2ERN —
VM5P256B2GLG VM5P256B2S5N VM5P256B2ERN —
VM5P255B2GLG VM5P255B2S5N VM5P255B2ERN —

320
M132 

 
M154

3/4”
Quad 

Tri 
480

VM5P320B2GLG VM5P320B2S5N VM5P320B2ERN —
VM5P326B2GLG VM5P326B2S5N VM5P326B2ERN —
VM5P325B2GLG VM5P325B2S5N VM5P325B2ERN —

350 M131 3/4”
Quad 

Tri 
480

VM5P350B2GLG VM5P350B2S5N VM5P350B2ERN —
VM5P356B2GLG VM5P356B2S5N VM5P356B2ERN —
VM5P355B2GLG VM5P355B2S5N VM5P355B2ERN —

400
M135 

 
M155

3/4”
Quad 

Tri 
480

VM5P400B2GLG VM5P400B2S5N VM5P400B2ERN —
VM5P406B2GLG VM5P406B2S5N VM5P406B2ERN —
VM5P405B2GLG VM5P405B2S5N VM5P405B2ERN —

VM 250 - 400 WATT METAL HALIDE PULSE CONE
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

POLYCARBONATE 
SHIELDED 

ENCLOSED REFLECTOR

250
M138 

 
M153 3/4”

Quad 
Tri 

480

VM5P250C2GLG VM5P250C2S5N VM5P250C2ERN VM5P250C2EPN
VM5P256C2GLG VM5P256C2S5N VM5P256C2ERN VM5P256C2EPN
VM5P255C2GLG VM5P255C2S5N VM5P255C2ERN VM5P255C2EPN

320
M132 

 
M154

3/4”
Quad 

Tri 
480

VM5P320C2GLG VM5P320C2S5N VM5P320C2ERN VM5P320C2EPN
VM5P326C2GLG VM5P326C2S5N VM5P326C2ERN VM5P326C2EPN
VM5P325C2GLG VM5P325C2S5N VM5P325C2ERN VM5P325C2EPN

350 M131 3/4”
Quad 

Tri 
480

VM5P350C2GLG VM5P350C2S5N VM5P350C2ERN VM5P350C2EPN
VM5P356C2GLG VM5P356C2S5N VM5P356C2ERN VM5P356C2EPN
VM5P355C2GLG VM5P355C2S5N VM5P355C2ERN VM5P355C2EPN

400
M135 

 
M155 3/4”

Quad 
Tri 

480

VM5P400C2GLG VM5P400C2S5N VM5P400C2ERN VM5P400C2EPN
VM5P406C2GLG VM5P406C2S5N VM5P406C2ERN VM5P406C2EPN
VM5P405C2GLG VM5P405C2S5N VM5P405C2ERN VM5P405C2EPN
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SEE WWW.HUBBELL-KILLARK.COM LIGHTING SOFTWARE FOR LATEST LED PHOTOMETRY L133

METAL HALIDE PULSE, 250-400 W MOGUL BASE HID 

CERTILITE®V SERIES

j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5P250D5GLN. Order spin top and enclosed reflector guards separately.
l Catalog numbers shown with 1-1/2” conduit openings; change 5 to 4 for 1-1/4”; e.g. VM5P250D4GLG.
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.

Stanchion 25° 
w/ Globe & Guard

Stanchion 25° 
w/ Spin-Top 

Refractor

Stanchion Straight 
w/ Enclosed Reflector

VM 250 - 400 WATT METAL HALIDE PULSE STANCHION 25° ANGLE
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE  & GUARD TYPE V SPIN-TOP GLASS 

REFRACTOR ENCLOSED REFLECTOR

250
M138 

 
M153

1-1/2”
Quad 

Tri 
480

VM5P250D5GLG VM5P250D5S5N VM5P250D5ERN
VM5P256D5GLG VM5P256D5S5N VM5P256D5ERN
VM5P255D5GLG VM5P255D5S5N VM5P255D5ERN

320
M132 

 
M154

1-1/2”
Quad 

Tri 
480

VM5P320D5GLG VM5P320D5S5N VM5P320D5ERN
VM5P326D5GLG VM5P326D5S5N VM5P326D5ERN
VM5P325D5GLG VM5P325D5S5N VM5P325D5ERN

350 M131 1-1/2”
Quad 

Tri 
480

VM5P350D5GLG VM5P350D5S5N VM5P350D5ERN
VM5P356D5GLG VM5P356D5S5N VM5P356D5ERN
VM5P355D5GLG VM5P355D5S5N VM5P355D5ERN

400
M135 

 
M155

1-1/2”
Quad 

Tri 
480

VM5P400D5GLG VM5P400D5S5N VM5P400D5ERN
VM5P406D5GLG VM5P406D5S5N VM5P406D5ERN
VM5P405D5GLG VM5P405D5S5N VM5P405D5ERN

VM 250 - 400 WATT METAL HALIDE PULSE STANCHION STRAIGHT
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE  & GUARD TYPE V SPIN-TOP GLASS 

REFRACTOR ENCLOSED REFLECTOR

250
M138 

 
M153

1-1/2”
Quad 

Tri 
480

VM5P250S5GLG VM5P250S5S5N VM5P250S5ERN
VM5P256S5GLG VM5P256S5S5N VM5P256S5ERN
VM5P255S5GLG VM5P255S5S5N VM5P255S5ERN

320
M132 

 
M154

1-1/2” Quad 
Tri 

480

VM5P320S5GLG VM5P320S5S5N VM5P320S5ERN
VM5P326S5GLG VM5P326S5S5N VM5P326S5ERN
VM5P325S5GLG VM5P325S5S5N VM5P325S5ERN

350 M131 1-1/2”
Quad 

Tri 
480

VM5P350S5GLG VM5P350S5S5N VM5P350S5ERN
VM5P356S5GLG VM5P356S5S5N VM5P356S5ERN
VM5P355S5GLG VM5P355S5S5N VM5P355S5ERN

400
M135 

 
M155

1-1/2”
Quad 

Tri 
480

VM5P400S5GLG VM5P400S5S5N VM5P400S5ERN
VM5P406S5GLG VM5P406S5S5N VM5P406S5ERN
VM5P405S5GLG VM5P405S5S5N VM5P405S5ERN

Class I, Div. 2, Groups A,B,C,Dj
Class l, Zone 2, Groups IIC, llB, llA
Class II, Div. 1 & 2, Groups E,F,G
Class III
Suitable for wet locations
NEMA 3, 4, 4X
IP66

NR Restricted Breathing Optionn
Class I, Zone 2 AEx nAnR
Class I, Zone 2 Ex nR

-  F i l e  E10 514  ( H a z a r d o u s  & M a r i n e)

C e r t i f i e d  -  F i l e  L R 117 13
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METAL HALIDE PULSE, 250-400W MOGUL BASE HID

CERTILITE®V SERIES

*1-1/2” furnished with 1-1/2”-1-1/4” reducer and extension. Extension only part number EZDVMA.
j  See hazardous application data on pages L131 - L140 for limitations.
k  Globe catalog number shown with guard. To omit guard, change G to N; e.g. VM5P250EZGLN. Order spin top and enclosed reflector guards separately.
l  VMEZA tank adapters UL “classified” as an assembly for use between VM tanks and EZ mounts. See above for separate ordering information.
m Consult catalog logic for other available voltages.
n  Add suffix NR for restricted breathing; see page L84 for more information.
o  VMEP40 not for use with EZ wall bracket.

Wall Bracket 25° StanchionPendant Ceiling

EZ Adapter 
w/ Globe & Guard

EZ Adapter 
w/ Spin-Top 

Refractor

EZ Adapter 
w/ Enclosed 

Reflector

VM 250 - 400 WATT METAL HALIDE PULSE EZ ADAPTER
DESCRIPTION 7-3/4” OPTIC THREAD SIZE k

WATTS ANSI HUB 
SIZEl VOLTAGEm GLOBE 

 & GUARD

TYPE V 
SPIN-TOP GLASS 

REFRACTOR

ENCLOSED 
REFLECTOR

“POLYCARBONATE 
  SHIELDED

ENCLOSED REFLECTOR O

250
M138 

 
M153

3/4”
Quad 

Tri 
480

VM5P250EZGLG VM5P250EZS5N VM5P250EZERN VM5P250EZEPN
VM5P256EZGLG VM5P256EZS5N VM5P256EZERN VM5P256EZEPN
VM5P255EZGLG VM5P255EZS5N VM5P255EZERN VM5P255EZEPN

320
M132 

 
M154

3/4”
Quad 

Tri 
480

VM5P320EZGLG VM5P320EZS5N VM5P320EZERN VM5P320EZEPN
VM5P326EZGLG VM5P326EZS5N VM5P326EZERN VM5P326EZEPN
VM5P325EZGLG VM5P325EZS5N VM5P325EZERN VM5P325EZEPN

350 M131 3/4”
Quad 

Tri 
480

VM5P350EZGLG VM5P350EZS5N VM5P350EZERN VM5P350EZEPN
VM5P356EZGLG VM5P356EZS5N VM5P356EZERN VM5P356EZEPN
VM5P355EZGLG VM5P355EZS5N VM5P355EZERN VM5P355EZEPN

400
M135 

 
M155 3/4”

Quad 
Tri 

480

VM5P400EZGLG VM5P400EZS5N VM5P400EZERN VM5P400EZEPN
VM5P406EZGLG VM5P406EZS5N VM5P406EZERN VM5P406EZEPN
VM5P405EZGLG VM5P405EZS5N VM5P405EZERN VM5P405EZEPN

MOUNTING BOXES
 CATALOG NUMBER

HUB SIZE
PENDANT CEILING BRACKET STANCHION

EZA2 EZX2 EZB2 — 3/4”
EZA3 EZX3 EZB3 — 1”

— — — EZD4A* 1-1/4”/1-1/2”*


