

THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY wAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORF.

| FINISHED GOOD PART NUMBER | FINISHED GOOD DESCRIPTION | INPUT PLUG CONFIGURATION | RECEPTACLE CONFIGURATION | COLOR | INPUT CORD LENGTH | WEIGHT |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| P36B02M | VERTICAL, (24)C13, (12)C19, BASIC, 200-240/346-415V/ 30A/3 PHASE WYE, TOP-END FED, 3 METER INPUT CORD, BLACK | L22-30P 30A 4P, 5W | (24) C13, (12) C 19 | BLACK (RAL 9005) | $\left.3 \mathrm{M}(+254 \mathrm{MM} /-127 \mathrm{MM}){ }^{\prime} 0^{\prime \prime}+100^{\prime \prime} /-5^{\prime \prime}\right]$ | 6.9 kg |
| P36B01M | VERTICAL, (24)C13, (12)C19, BASIC, 200-240/346-415V/ 30A/3 PHASE WYE, TOP-END FED, 3 METER INPUT CORD, BLACK | IEC60309 30A 4P, 5W, IP67 (WATERTIGHT) | (24) C13, (12) C19 | BLACK (RAL 9005) | 3M(+254MM/-127MM) 10'[+10"/-5"] | 6.9 kg |
| P36B03M | VERTICAL, (24)C13, (12)C19, BASIC, 200-240/346-415V/ 30A/3 PHASE WYE, TOP-END FED, 3 METER INPUT CORD, BLACK | IEC60309 30A 4P, 5W, IP44 (SPLASHPROOF) | (24) C13, (12) C 19 | BLACK (RAL 9005) | $\left.3 \mathrm{M}(+254 \mathrm{MM} /-127 \mathrm{MM}){ }^{\prime} 0^{\prime \prime}+100^{\prime \prime} /-5{ }^{\prime \prime}\right]$ | 6.9 kg |

(24)C13, (12)C19



