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SOLID FILLER
SPECIFICATIONS:
UL STYLE: AWM 20811
CSA STYLE: 1/ 11 AB
CABLE JACKET MATERIAL: YELLOW PVC
CABLE JACKET THICKNESS: .045" nom.
COND. JACKET MATERIAL: PVC UNLESS OTHERWISE SPECIFIED:
COND. STRANDING: 18AWG - 41x34 BC DIMENSIONS ARE IN INCHES
FILLER: Solid flexible PVC AND [MM]
ELECTRICAL REQUIREMENTS:
VOLTAGE 600V PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS MATERIAL
DRAWING IS THE SOLE PROPERTY OF
MECHANICAL REQUIREMENTS: REPROBUCTION I DART OR AS A WHOLE FINISH
WITHOUT THE WRITTEN PERMISSION OF
MENCOM CORPORATION IS
TEMPERATURE: 105°C PROHIBITED. DO NOT SCALE DRAWING
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TABLE A
PART NUMBER LENGTH
10DX001-0250 250" [76m]
10DX001-0500 500' [152m]
10DX001-0750 750" [228m]
10DX001-1000 1000"' [305m]

Cable supplied on a single spool.
1 break allowed for lengths
of 1000' or more with no
piece being shorter than 250'
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