
dimensions shown in mm are not binding and may be changed without notice 391

i
Enclosures size “44.27“

CH and MH  C-TYPE  standard version

description	 part No. 	 entry	 part No	 entry	 part No. 		  part No.
		  Pg		  M	 (with eyelet)		  (with loop)

CHO LX and MHO LX 		  CHC LG

CHV LX and MHV LX 		  CHC L (SL)

with lever, without gasket, side entry 1) 3)		  CHO 06 LX16	 16	 MHO 06 LX20	 20 
with lever, without gasket, side entry 1) 3)	 	 		  MHO 06 LX25	 25 
with lever, without gasket, top entry 1) 3)		  CHV 06 LX16	 16	 MHV 06 LX20	 20 
with lever, without gasket, top entry 1) 3)	 	 		  MHV 06 LX25	 25
with lever (for hoods with pegs)	 							       CHC 06 LG
with pegs (for enclosures with lever)						      CHC 06 L	 CHC 06 SL
with pegs and gasket (for hoods with lever) 2)	 						      CHC 06 LC

4360

47   

76 74

Pg/M

17,5

60 43

76 74

14,5

60 43

Pg/M

4360

76 74

53

CHC LC

17,5

60 43

CHCP 06 
dust protection cover
(page 696)

hoods with 1 lever	 covers

1) �may be combined with enclosures: 
CHI 06 LCS/LCP/LC

2) �may be combined with enclosures: 
- CHO/CHV 06 LX 
- CHO/CHV 06 LX

3) �cannot be used with MIXO series

IP66
IP69

EN 60529

IEC 60529

Type 
4/4X/12

C-TYPE

inserts		  page:

CDD	 24 poles + m	 76
CDS	 9 poles + m	 -
CDSH	 9 poles + m	 86
CDSH NC	 6 poles + m	 95
CNE	 6 poles + m	 110
CSE	 6 poles + m	 -
CSH	 6 poles + m	 110
CSH S	 6 poles + m	 122
CCE	 6 poles + m	 130
CSS	 6 poles + m	 148
CQE	 10 poles + m	 168
MIXO	 2 modules	 262 - 317

For fixing 
on housings 

eyelet

For fixing 
on hoods 

loop




