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CQ Inserts

CQ4F/M 02  2 poles + m  40A - 400V
enclosures:
size “21.21”	 page:

Insulating type	 339 - 348
Metallic type	 349 - 363
W-TYPE for aggressive environments	 512 - 518
EMC	 564 - 572
IP68	 628 - 631
E-Xtreme® corrosion proof	 538 - 539

inserts, crimp connections	 40A crimp contacts 
	 silver plated

description	 part No.	 part No.

- �cannot be used in angled enclosures 
(IA/IAP/VA version) 

23,5

29,1

B

B

ø 4

ø A

ø 6

ø A

ø 6

- �wire diameter: up to 7,5 mm 
conductor cross-sectional area: up to 10 mm2

CXF and CXM contacts
conductor	 conductor 	 conductor 
cross-sectional	 slot	 stripping length 
area (mm2)	 ø A (mm)	 B (mm)
1,5	 1,8	 9
2,5	 2,2	 9
4		  2,85	 9,6
6		  3,5	 9,6
10		 4,3	 15

- �characteristics according to EN 61984: 
40A  400V  6kV  3

- �  (UL for USA and Canada),    
 certified

- �rated voltage according to UL/CSA: 600V
- �insulation resistance: ≥ 10 GΩ
- �ambient temperature limit: -40 °C ... +125 °C
- �made of self-extinguishing thermoplastic resin 

UL 94V-0
- �mechanical life: ≥ 500 cycles
- �contact resistance: ≤ 0,3 mΩ
- �it is recommended to crimp the contacts with 

crimping tools homologated by ILME (please see 
the crimping tool section 40A contacts CXF and CXM 
series,on pages 708 - 741)
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contacts side (front view)

without contacts (to be ordered separately), including PE 
female inserts for female contacts	 CQ4F 02 
male inserts for male contacts	 CQ4M 02
40A female crimp contacts 
1,5 mm2

	 AWG 16				    CXFA 1.5 
2,5 mm2

	 AWG 14				    CXFA 2.5 
4 mm2

	 AWG 12				    CXFA 4.0 
6 mm2

	 AWG 10				    CXFA 6.0 
10 mm2

	 AWG 8				    CXFA 10 
 
40A male crimp contacts 
1,5 mm2

	 AWG 16				    CXMA 1.5 
2,5 mm2	 AWG 14				    CXMA 2.5 
4 mm2

	 AWG 12				    CXMA 4.0 
6 mm2

	 AWG 10				    CXMA 6.0 
10 mm2

	 AWG 8 				    CXMA 10

si
lv

er
 p

la
te

d

CQ
4

Coding pins 
CR Q02 
(page 691)




