
dimensions shown in mm are not binding and may be changed without notice586
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type	 A	 B	 C	 D
CZPR L / MZPR L	 53	 40	 52	 69,5
CZAPR L / MZAPR L	 74	 45	 57	 72
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Enclosures size “44.27“

CZ - CZA, CH - CA and MZ - MZA, MH - MA  180 °C version
bulkhead and surface mounting housings	 hoods and cover
and cover

description	 part No. 	 entry	 part No	 entry	 part No. 	 entry 	 part No. 	 entry
		  Pg		  M		  Pg 		  M

bulkhead mounting housing with lever and gasket		  CZIR 06 L 	 -- 
surface mounting housing, with lever		  CZPR 06 L	 16		  MZPR 06 L20	 20 
surface mounting housing, with lever, high construction		  CZAPR 06 L	 21		  MZAPR 06 L32	 32
cover with pegs (for enclosures) 1)		  CHCR 06 L
enclosure with pegs, side entry	 								        CHOR 06 L13	 13.5		  MHOR 06 L20	 20 
enclosure with pegs, top entry, high construction 								        CAOR 06 L21	 21		  MAOR 06 L32	 32 
enclosure with pegs, top entry	 								        CHVR 06 L13	 13.5		  MHVR 06 L20	 20 
enclosure with pegs, top entry, high construction 								        CAVR 06 L21	 21		  MAVR 06 L32	 32
cover with lever (for hoods) 2)									         CZCR 06 LG

CZIR L		  CHOR L (CAOR L) and MHOR L (MAOR L)

CHCR L		  CZCR LG

14,5

60 43
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CZPR L - CZAPR L and MZPR L - MZAPR L	 CHVR L (CAVR L) and MHVR L (MAVR L)

panel cut-out for bulkhead mounting housings

EN 60529
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For fixing 
on housings 

1)

eyelet

For fixing 
on hoods 

2)
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